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4 - 7.5% COMPOUND SLOPE. 
AREA MAY NOT CONFORM
TO ACCESSIBLE PATH

BUFFER OFFSET ZONE RECOMMENDATION
(48" / 122cm). IF USED FOR CIRCULATION
PATH/BUFFER OFFSET, IT SHOULD CONFORM
TO LOCAL AND/OR ACCESSIBILITY CODES.

MATERIAL TO BE IMPERVIOUS PAVEMENT OR 
SIMILAR TO MEET LOCAL BUILDING CODE

FLAT AREA FOR ENTRY/EGRESS.
SLOPE AWAY FROM ENTRY PER CODE

RACES
TID

E

2. FLOW BASIN OR
 

BASIN

3. DRAIN BASIN

1. BASIN

Dimensions (Does not include buffer offset zone) 

Modules
Races / Red (7121)

(7122)Tide Pool / Beige 

Basins 

1.  (71 ): Specify Input Connector, Red (22900.1794) 

2. Flow Basin (7125): Specify 60°A Connector, beige (22900.1796)

33’-4” (1016cm)

23’ (701cm)

3. Drain Basin (7126): Specify Output Connector, beige (22900.1801)
MEMO: The number of water lines and electrical input will depend on the water source options 

or  Basin  (71 )  Specify 60°A Connector, beige (22900.1796)
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FLAT AREA FOR ENTRY/EGRESS.
SLOPE AWAY FROM ENTRY PER CODE

4 - 8.25% COMPOUND SLOPE. 
AREA MAY NOT CONFORM
TO ACCESSIBLE PATH

FLAT AREA FOR ENTRY/EGRESS.
SLOPE AWAY FROM ENTRY PER CODE

BUFFER OFFSET ZONE RECOMMENDATION
(48" / 122cm). IF USED FOR CIRCULATION
PATH/BUFFER OFFSET, IT SHOULD CONFORM
TO LOCAL AND/OR ACCESSIBILITY CODES.

MATERIAL TO BE IMPERVIOUS PAVEMENT OR 
SIMILAR TO MEET LOCAL BUILDING CODE

LA
B

RACES

3. DRAIN BASIN

Dimensions (Does not include buffer offset zone) 

Modules
Races / Red  (7121)
Labyrinth / Yellow (7120)

Basins 
(22900.1794) 

37’-4” (1138cm)

30’ (914cm)

: Specify 60°A Connector, Yellow (22900.1763)
Drain Basin (7126): Specify Output Connector, yellow (22900.1769)

MEMO: The number of water lines and electrical input will depend on the water source options  
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Dimensions (Does not include buffer offset zone) 

Modules
Races, red  (7121) Tide Pool, beige (7122) Labyrinth, yellow  (7120) 

Basins 
1.  (71 ) : Specify Input Connector, beige (22900.1800)

2.  : Specify 60°B Connector, red (22900.1791)

3. Flow Basin (7125): Specify 60°A Connector, yellow 

or Pump Basin  Specify 60°A Connector, yellow (22900.1763) 

44’ (1341cm)

40’-5” (1232cm)
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FLAT AREA FOR
ENTRY/EGRESS
SLOPE AWAY FROM 
ENTRY PER CODE

4- 7.5% COMPOUNG SLOPE
AREA MAY NOT CONFORM
TO ACCESSIBLE PATH 

FLAT AREA FOR ENTRY.EGRESS
SLOPE AWAY FROM ENTRY PER CODE 

4 - 8.25% COMPOUND SLOPE.
AREA MAY NOT CONFORM 
TO ACCESSIBLE PATH 

19.875
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16.25
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BUFFER OFFSET ZONE RECOMMENDATION
(48” / 122CM). IF USED FOR CIRCULATION
PATH/BUFFER OFFSET, IT SHOULD CONFORM
TO LOCAL AND/OR ACCESSIBILITY CODES

MATERIAL TO BE IMPERVIOUS PAVEMENT OR 
SIMILAR TO MEET LOCAL BUILDING CODE

R
A

C
ES

TIDE

LAB

4. DRAIN BASIN

1.  BASIN

2.  BASIN

3. 

4. Drain Basin  (7126): Specify Output Connector, yellow (22900.1769)
MEMO: The number of water lines and electrical input will depend on the water source options  

VORTEX-INTL.COM • INFO@VORTEX-INTL.COM
1.877.586.7839 (free USA/CANADA)
+1.514.694.3868 (INTERNATIONAL)

WATER JOURNEY™  |  CONFIGURATION 3 

4 


